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SPECIFICATIONS

OPERATING DATA 1110EX-D 1110EX-PD

Operating weight with operator Kg 11310 12466

Front axle load Kg 6560 7716

Rear axle load Kg 4750 4750

Static linear load front Kg/CM 31 -

VIBRATION SYSTEM 1110EX-D 1110EX-PD

Vibration Stage 1st

Vib. Stage
2st

Vib. Stage
1st

Vib. Stage

Frequency* Hz 31 34 31

Amplitude mm 1.8 0.8 1.3

Centrifugal force Kg 26.815 14.826 26.815

Max. applied force Kg 33.375 21.386 34.531

GENERAL DIMENSIONS

A Wheelbase mm 3003

B Overall width of the machine mm 2324

C Rear overhang mm 1560

D1 Diameter of the rear tyres mm 1560

D2 Diameter of the drum mm 1500

H1 Height of silencer from ground level mm 2561

H2 Overall height of the machine (in transport) mm 3389

K Ground clearance mm 382

L Overall length of the machine mm 5508

O1 Side overhang mm 87

S Drum shell thickness mm 32

W2 Overall width of the drum mm 2150

E1 Rear Departure angle mm 36

E2 Front Departure angle mm 32

Dimension may vary within ±2.5% 

The weights are considering 32 Thk drum and may vary within ±2.5% 

* Vibration Frequency is set on the Machine after lifting it off ground. Hence Actual Frequency will vary when measured on the ground.
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