
Transport

 WARNING   Fork lift tipping over / hydraulic
attachment falling
The hydraulic attachment is heavy. The fork lift
and/or hydraulic attachment tipping over or falling
may cause serious injury and material damage.
► Only transport the hydraulic attachment with

lifting equipment with the right load-bearing
capacity for the weight of the hydraulic
attachment.

► Make sure that there is nobody near or under
the suspended hydraulic attachment.

◆ Transport the multi grapple with the grapple
leaves open.
There is less oil in the multi grapple if
transported with open grapple leaves. In the
event of a leak, less oil is lost and the
environmental damage is less.

◆ Open the multi grapple before transporting it.
Proceed as follows to ensure the grapple
leaves stay open:

◆ Seal all hose ports and connections on the multi
grapple with the enclosed plug fittings and cap
nuts if the hydraulic hoses are removed.

◆ If the hydraulic hoses have been attached to
the multi grapple, plug the hoses.

Transport using a crane

You are not allowed to transport the multi grapple
with a crane.

 WARNING   Multi grapple falling
The multi grapple is not designed for crane
transport. Lifting equipment can fail and cause the
multi grapple to fall.
► Transport the multi grapple only with a fork lift

truck or truck.

MG 100, 200, 300, 400, 500, 800, 1000, 1500, 1800,
2300, 2700
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